
System Furore
Interchangeable cylinder cores

Push cylinder 

Article 8511 
Metal push cylinder; ø 19 mm; 1 nickel plated rose; without cylinder 

cores; for door thickness up to 21 mm; 90° turn 

Article 8574 
Metal push cylinder; without cylinder cores; 1 nickel plated rose; 1 

locking case; 180° turn 

Article 8564 
Push cylinder with nut; 180° turn, 12mm throw; metal nickel plated; 

without cylinder cores; for door thickness up to 16 mm 

Article 2606 
In combination with article 2606 becomes article 8564 a glass door 

lock 

Art. accessories (included) 
8535 Interchangeable cylinder core page 02.3 
8536 Interchangeable core page 02.5 

  
8511 
Push cylinder 

 

  
8574 
Push cylinder 

  

  
8564 
Push cylinder 

 

 

2606 
Glast 

 

 

article-no. finish throw thickness pack. stock

8511.00002 nickel plated  11,5 mm up to 21 mm 10 pcs a  

8574.00002 nickel plated  13 mm up to 26 mm 5 pcs a  

8564.00002 nickel plated  12 mm up to 16 mm 5 pcs a  

2606.00002 nickel plated   up to 10 mm 5 pcs a  

02.14 Operating- or assembly instruction see www.junie.de
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